
TRAILER
BOX WITH FOLDABLE SIDE DOORS CITY

EQUIPMENT

Top-hatch back
Lashing rail in floor
Lashing rail in wall 1.050 mm
ADR-sign 
Floor in 52 mm plank flooring

+ 12 mm floor veneer
Spare wheel carrier
Tool box
Upright lift
1st axle liftable, 2nd axle steerable 
Tridec 
Interior lighting

OPTIONAL

Lift
Domestic height
Mega wheelbase
Beams for double loading
Liftable axle

TECHNICAL SPECIFICATIONS

Length outside/inside	 11.000 mm/10.850 mm
Width outside/inside	 2.550 mm/2.470 mm
Height outside/inside	 4.030 mm/2.650 mm
Loading height side	 2.630 mm
Loading height back	 2.630 mm
5th wheel height	 1.130 mm
Own weight	 8.700 kg
Total weight	 42.000 kg 	 Technical 45.000 kg
Axle load	 20.000 kg	 Technical20.000 kg 
Kingpin load	 18.000 kg
Axles	 BPW 3 x 9 ton drum brakes
Wheelbase	 7.700 mm
Distance axles	 1.360 mm/1.360 mm
Tire size	 285/70 R 19.5
Roof	 50 mm
Front wall	 55 mm
Side walls	 30 mm
Side doors	 32 mm
Back doors	 32 mm

Band up for easy 
load lashing

Light isolation in roof  
front, sides 
and back doors

Full loading height  
from side

24h/7D Technical service 
Assistance around the 
clock, all year round

Lashing system Ekeri  Logo Custom colours and 
logo at the long-term rental

HERE ARE PNO TRAILERS, DEPOTS AND WORKSHOPS

PNO SVERIGE AB
+46 42-499 15 50
www.pno.se

HELSINGBORG GOTHENBURG JÖNKÖPING SUB-DEPOTS
ÅKERS STYCKEBRUK
ÖREBRO

MALMÖ

Large selection of 
options


