
TRAILER
CURTAINSIDE HP

EQUIPMENT

Huckepack execution
Stanchion holes 10x3 pcs
Stanchions 6 pcs
Multilock side rave
Ferry schakles
ADR-sign
Floor 30 mm plywood 

– max 7.000 kg truck load
Spare wheel carrier

OPTIONAL

Lifting roof 500 mm
Drop sides 750 mm
Drop sides550 mm
Coil 8.840 mm
Coil 7.236 mm
Liftable axle 
Designed for three-axle tractor
Alu planks
Tool box
Lift

TECHNICAL SPECIFICATIONS

Length outside/inside	 13.900 mm/13.620 mm
Width outside/inside	 2.550 mm/2.480 mm
Height outside/inside	 4.000 mm/2.715 mm
Loading height side front/rear	 2.625 mm
Loading height back door	 2.715 mm
5th wheel height	 1.145 mm
Own weight	 6.900 kg 
Total weight	 38.000 kg 	 Technical 41.000 kg
Axle load	 24.000 kg	 Technical 27.000 kg
Kingpin pressure	 14.000 kg
Axles	 BPW 3x9 ton drum brakes
Wheelbase	 7.650 mm
Distance axles	 1.310 mm/1.310 mm
Tire size	 385/65 R22.5
Sliding roof	 Edscha 125 mm
Chassi neck height	 102 mm
Roof	 35 mm
Front wall and back door in steel

Large selection of 
options

Sliding roof and sliding 
curtain sides

Huckepack execution 
P400 

Stanchion equipment 
10 x 3 post pockets +  
6 stanchions

XL code
EN-12642

Logo Custom colours and 
logo at the long-term rental

24h/7D Technical service 
Assistance around the 
clock, all year round

HERE ARE PNO TRAILERS, DEPOTS AND WORKSHOPS

PNO SVERIGE AB
042-499 15 50
www.pno.se

HELSINGBORG GOTHENBURG JÖNKÖPING SUB-DEPOTS
ÅKERS STYCKEBRUK
ÖREBRO

MALMÖ


